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CAST IN 1/8” (3.0mm) HIGH CHARACTERS
NAME OF COUNTRY OF ORIGIN

MATERIAL: v av. SECTION county | o et
- ASTM A48 CLASS 30 GREY IRON e = i
- 1621 06—00162—-04—TL COOK 012 007
0.06" (LM (2) ASTM 123 HOT DIPPED GALVANIZED
R2.95 B-g |5 0 STA.
| FED. ROAD DIST. NO. ] l oS l . 40 PRoJECT CMM—8003(078)
0 4N 7T
\ / 22,5 ° P%f(s“s“m' mCONTRACT #63118
\ . RO.50" . M RILSL"
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~ e 2] e |
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\ SECTION B-B SECTION D-D
c#
TYPE A B o HEIGHT WEIGHT
1 ¢ 10.125"(257mmy| 9-57(241mm) | 19'(483mm) | 12" (300mm) 24kg
I @ 11.125“(283mm){ 10.75"(273mm) | 21.5(546mm) | 12 (300mm) 26kg
SHROUD DETAIL
3.74” (95.0mm) (2) e
; L - NOTE:
[ ,\q\
5 SUPPORT EXISTING CABINET AND CONTROL EQUIPMENT "
‘ | TP ABOVE FOUNDATION TO KEEP TRAFFFIC SIGNAL FUNCTIONING D L Lromm) LARGER
| | WHILE FOUNDATION MODIFICATION WORK IS PROCEEDING. DIVENSION, BOSH DIAECTIONS
i
|
0.88" (22.3mm)_REF. I 1‘ 981 1 (25mm) BEVEL
I R 3.00" . /
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R 1.50" il 0.38" (3.6mm) 2 REQD +0.00" (0.00mm) ‘
(38.Lmm) I ‘ -0.03" (-0.7mm) BREAK DOWN EXISTING 127 Goomm |+ |- *
I R 0.38” (9.6mm) ‘ o G FOUNDATION 12 (300mm) - . NEW ANCHOR BOLTS
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TRAFFIC SIGNAL POST

MOUNTING BASE -

TYPE A

MODIFY EXISTING TYPE "D’ FOUNDATION

(NOT TO SCALE)

ITEM NO.

IDENTIFICATION

QUTLET BOX- GALV. 21 CU.IN

(0.000344 CU-M)

LAMP_HOLDER AND COVER

OUTLET BOX COVER

NOTES:

. ALL ELECTRICAL ITEMS, EXCEPT ITEMS #2 AND #11 SHALL BE ALUMINUM OR
GALVANIZED

RUBRER COVER CASKET 2. ITEM #1- 0Z/GEDNEY FSX-1-50 OR EQUIVALENT NOTES:
Rgnucmc E;'USHIN’E K ITEM *2- MULBERRY CON-O-SHADE LAMP SHIELD OR EQUIVALENT L. REMOVAL OF EXISTING CONDUIT FROM THE HANDHOLE
= - ITEM #9- “BAND-IT” SADDLE BRACKET OR EQUIVALENT AND THE INSTALLATION OF THE CONDUIT BUSHING
7419 mm) CLOSE NIPPLE SHALL BE INCIDENTAL TO THE HANDHOLE.
3%,,((11;’ RS 3. WHEN POST MOUNTING IS SPECIFIED, ITEM #9 SHALL NOT BE REQUIRED. THE - -
4 - DETECTION UNIT SHALL BE MOUNTED DIRECTLY ON TOP OF THE CAP BY DRILLING
SADDLE BRACKET - GALV. . - .
PAR 38 LAMP AND TAPPING A ¥3(19 mm) HOLE WITH PIPE THREADS. THE POST CAP SHALL EITHER F I
DETECTOR UNIT BE SCREWED TO THE TOP OF THE POST OR A MINIMUM OF 3 TIGHTENING SCREWS =2 - .
POST CAP [18 FT. (5.4 m) POST MIN.I SHALL BE REQUIRED ON EACH CAP. E ?, . GALVANIZED . —_—
8-3-93 g g . STEEL HOOKS - EXISTING CONDUIT |
N N v 21 Yo MIN, N TO BE REMOVED |
Bl < (546.0mm) " ™ ’
SPAN WIRE —\ WIRE WRAP ‘ .
Eé
ol& . CONDUIT T
5} . BUSHING CONDUIT X
LIGHT DETECTOR AND 2 - NERER | BUSHING .
CONFIRMATION BEACON GALVANIZED TUBING & N EXISTING CoNpUIT J
ATTACHED TO TUBING 25 e Ry TO REMAIN a——
~ o0 0™ UTT——FRENCH
: ‘ DRAIN - L L
ELEVATION PLAN
TETHER CABLE
DETAIL
LIGHT DETECTOR AND HANDHOLE TO INTERCEPT EXISTING CONDUIT
POST CAP MOUNT MAST ARM MOUNT CONFIRMATION BEACON MOUNTING NS
FOR TEMPORARY TRAFFIC SIGNALS
EMERGENCY VEHICLE DETECTOR WITH CONFIRMATION BEACON MOUNTING DETAIL
(NOT TO SCALE)
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